
Air Filter, Regulator & Lubricator
Series “S” 1/4” BSP

1/4” BSP Filter Regulator + Lubricator 

1/4” BSP Filter Regulator

MODEL :- SFR+L 2

MODEL :- SFR 2

4.01/1

SFR 2
2PRESSURE : 0.5-10 Kgf/cm

9.5 WIDE x 4.5 LONG
SLOT, 4Nos. FOR
MOUNTING

M6 x 1.0 PITCH CONNECTION
 FOR DRAIN PIPE

DRAIN

IN OUT

7
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1
9
3

90

32.5

PRESSURE GAUGE
0 to 10 bar

1/4” BSP

METALLIC PROTECTIVE
COVER

54 25

45

2Kg/cm

PUSH TO LOCK,
PULL & TURN TO
ADJUST PRESSURE

SL 2
2PRESSURE : 0.5-10 Kgf/cm

3
3

M6 x 1.0 PITCH CONNECTION
 FOR DRAIN PIPE

DRAIN

METALLIC PROTECTIVE
COVER

PRESSURE GAUGE
0 to 10 bar

1/4” BSP

IN OUTSFR 2
2PRESSURE : 0.5-10 Kgf/cm

2Kg/cm

1
9
3

7
3 6

7440 SQ.

40 A/F NUT FOR
PANEL MOUNTING

M33 x 1.50 PITCH THD’S
FOR MOUNTING

PUSH TO LOCK, PULL & TURN
TO ADJUST PRESSURE
PUSH TO LOCK, PULL & TURN
TO ADJUST PRESSURE
PUSH TO LOCK, PULL & TURN
TO ADJUST PRESSURE

 

Aluminium

Ø6.50mm

G1/4” BSP Female

1/8” BSP

Nitrile Rubber

25 

35 c.c

Semi Automatic

‘T’ Type Bracket

Refer to individual model
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Air (filtered 40F & lubricated)                        

+5B to 50 C

0.5 to 10 bar

ISO-VG32

1200 Normal litres per min. 
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Mechanical Characteristic

Body

Orifice

Ports

Pressure Gauge Port

Seals

Filtering Density

Bowl Capacity

Drain Type

Mountings

Weight

  

Operating Conditions

Media

Temperature Range

Pressure Range

Lubricator Oil

Flow

                                                 

  

F

  

F

 µm

Weight : 0.56 Kg.

Weight : 0.35 Kg.



1/4” BSP Filter

MODEL :- SF 2

1/4” BSP Regulator

MODEL :- SR 2

4.01/2
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IN OUT

40 SQ. 40 SQ.

M6 x 1.0 PITCH CONNECTION
 FOR DRAIN PIPE

DRAIN

METALLIC
PROTECTIVE
COVER

1/4” BSP

SF 2
2PRESSURE : 0.5-10 Kgf/cm

2Kg/cm

1/4” BSP
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40 SQ. 73

PRESSURE GAUGE
0 to 10 bar

M33 x 1.50 PITCH THD’S
FOR MOUNTING

PUSH TO LOCK, PULL & TURN
TO ADJUST PRESSURE

40 A/F NUT FOR
PANEL MOUNTING
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40 SQ. 40 SQ.

IN OUT

OIL FLOW
REGULATION
SCREW

OIL FILL PLUG

METALLIC
PROTECTIVE
COVER

1/4” BSP

SL 2
2PRESSURE : 0.5-10 Kgf/cm

1/4” BSP Lubricator

MODEL :- SL 2

Weight : 0.16 Kg.                                

Weight : 0.23 Kg.                                

Weight : 0.17 Kg.                                
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